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This device is your optimal outdoor partner, has an amazing design, with
low cost and high safety.
This product can replace metal halide Floodlight.
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The Average Illuminance Effective Figure

Flux Out: 4659.94Im

100m 1,07/ 16.78x 74.36m / 4342.8850.m

200m 027/ 4,19 148.72m / 17371.525a.m

300m 012/ 186k 223.08m / 39085.915q.m

40.0m  0.07/ 1.05K 297.44m / 69486.075.m

50.0m  0.04/0.671x 371.80m / 108571.985.m

Height  Avg./Nadir. E Beam Angle: 149.9° Diameter / Area

Luminous Intensity Distribution Curve
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Power 50 W

Lumen 4000 Im

Input Voltage 176-265V AC product
Frequency 50/60 Hz

PF 0.9

LED type SMD

Color Temperature 3000

Lumen Efficiency 30 Im/W

Beam Angle 120°

CRI 70

Dimming Method not dimmable
Materials

Color

Dimension (W xLxH) 230 x 195 x 30 mm
Working temperature -20 C° to +50 C°
Installation way Mounted with bracket

Applications outdoor, outdoor light applications, Exterior
walls , Outdoor spaces

visit product on website

Luminous flux and connected electrical load are subject to an initial tolerance of +/- %10. Tolerance of color temperature +/- 150 K. Unless stated otherwise, the values apply to an ambient temperature of 25° C.

We reserve the right to make technicale changes without prior notice. Visit us www.rafeed.co
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