
Product Datasheet

BAHR Tri-Proof BH40233

BBaahhrrtri-proof led fxture for IP65 waterproof, dust, corrosion and
pressure-proof.

Maximum effcacy and minimum glare.

Widely used for ambient lighting application.

2 Years
Warranty IP65

Power 30 W

Input Voltage 220 240-V AC

Frequency 5060/Hz

PF 0.9

LED Type SMD

Color Temperature 4000 K

Lumen Effciency 83 lm/W

Beam angle 120°

CRI 80

Dimming method not dimmable

Material PC

Color White

Dimension ( W x L x H ) 60 x 598 x 51 mm

Working Temperature -20 C° to +40 C°

Installation way Surface

Application Supermarkets, Galleries , Parking lots,
Airports, Corridors

visit product on website

Luminous fux and connected electrical load are subject to an initial tolerance of +/- %10. Tolerance of color temperature +/- 150 K. Unless stated otherwise, the values apply to an ambient temperature of 25° C.
We reserve the right to make technicale changes without prior notice. Visit us www.rafeed.co

Data Sheet

MAR Spotlight MR40304 مار

High performance with a wide degree beam angle, with no waiting time to
warm up to full brightness, creating a comfortable atmosphere for any
room.
Energy saving : a perfect 50W halogen bulb replacement and save over
95% on your energy bill and safer than halogen bulbs.
Easy to install : can be easily fitted. Ideal for living room, bedroom,
kitchen, hallway, hotel and much more applications.
Housing : Plastic outside and aluminum inside.
 

مار سبوت لايت بحجمه صغير وزاوية انتشاره العريضة يمن استعماله ف العديد من
التطبيقات حيث انه يستخدم ف الفنادق, المشاف, الماتب, المدارس, سويرماركت,

المطاعم, المؤسسات الحومية وصالات العرض.
يعتبر هذا السبوت بديلا عن لمبة الهالوجين 50 واط بنسبة %95.

الهيل: ألمنيوم من الداخل و البلاستيك من الخارج .

3 Years
Warranty IP20 CB SASO

EEL

Power 7 W

Lumen  650  lm

Input Voltage  100-240 V   AC product

Frequency 50/60  Hz

PF  0.9

LED type  SMD

Color Temperature 4000

Lumen Efficiency 92 lm/W

Beam Angle 50°

CRI 80

Dimming Method  not dimmable

Materials  

Color 

Dimension ( D x H )   93 x 42.5 mm

Cut Out  75 mm

Working temperature  0 C° to +25 C°

Installation way  Recessed

Applications   Offices, Hospitals & Clinics, Supermarkets,
Schools, Showrooms, Restaurants, Hotel, Fashion Stores

visit product on website

Luminous flux and connected electrical load are subject to an initial tolerance of +/- %10. Tolerance of color temperature +/- 150 K. Unless stated otherwise, the values apply to an ambient temperature of 25° C.
We reserve the right to make technicale changes without prior notice. Visit us www.rafeed.co
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