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Power 20 W

Lumen 1550 Im

> Input Voltage 220-240V AC product
— Frequency 50/60 Hz
PF 0.9
o LED type SMD
Q— 200mm Color Temperature 6000

Lumen Efficiency 77 Im/W
Beam Angle 120°
CRI 80

Dimming Method not dimmable
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Materials
o ovsnaas i Color
el N Dimension (D xH) 224 x 1
ol il Cut Out 200 mm
| M 5 Working temperature -20 C° to +40 C°
o[ Installation way Recessed

m | 3.132,10.871x

Applications Showrooms, Supermarkets, Hotel, Offices,
Government institutions, Schools, Hospitals & Clinics,
Reigne | favsmmex  Angieriia.oidss bianeter Restaurants

Note:The Curves indicate the illuninated area and the average
illumination when the luminaire is at different distance

om | 1.895,6.5791%

LUMINOUS INTENSITY DISTRIBUTION DIAGRAM
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visit product on website
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AVERAGE BEAM ANGLE (50%):114.4 DEG''*®

Luminous flux and connected electrical load are subject to an initial tolerance of +/- %10. Tolerance of color temperature +/- 150 K. Unless stated otherwise, the values apply to an ambient temperature of 25° C.
We reserve the right to make technicale changes without prior notice. Visit us www.rafeed.co
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