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Nova Recessed Panel Downlight nvzo210 lisi
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Warranty IP44 1P20
ﬂ EEL

Power 8 \W

Lumen 560 Im
&5 Input Voltage 220-240V AC product
Frequency 50/60 Hz
PF 0.9
LED type SMD
Color Temperature 4000
Lumen Efficiency 70 Im/W

§r | Beam Angle 120°
o CRI 80
Dimming Method not dimmable
Materials
FlT:e :\:ez;age Tlluminance Effective Figure COlor
O PR A N Dimension (D x H) 115 x 34 mm
e Cut Out 100 mm

4.0m | 36.78/ 59.601x 3.81m/ 1140sa.m

5.0m | 23.54/ 38151 4.76m /17.81sq.m

Working temperature -20 C° to +40 C°

1635/ 26.491x 25.655q.m

Installation way Recessed

Applications Showrooms, Supermarkets, Hotel, Offices,
Government institutions, Schools, Hospitals & Clinics,
Restaurants

Luminous Intensity Distribution Curve

165 180 g5

visit product on website

Luminous flux and connected electrical load are subject to an initial tolerance of +/- %10. Tolerance of color temperature +/- 150 K. Unless stated otherwise, the values apply to an ambient temperature of 25° C.
We reserve the right to make technicale changes without prior notice. Visit us www.rafeed.co
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