
Product Datasheet

BAHR Tri-Proof BH40233

BBaahhrrtri-proof led fxture for IP65 waterproof, dust, corrosion and
pressure-proof.

Maximum effcacy and minimum glare.

Widely used for ambient lighting application.

2 Years
Warranty IP65

Power 30 W

Input Voltage 220 240-V AC

Frequency 5060/Hz

PF 0.9

LED Type SMD

Color Temperature 4000 K

Lumen Effciency 83 lm/W

Beam angle 120°

CRI 80

Dimming method not dimmable

Material PC

Color White

Dimension ( W x L x H ) 60 x 598 x 51 mm

Working Temperature -20 C° to +40 C°

Installation way Surface

Application Supermarkets, Galleries , Parking lots,
Airports, Corridors

visit product on website

Luminous fux and connected electrical load are subject to an initial tolerance of +/- %10. Tolerance of color temperature +/- 150 K. Unless stated otherwise, the values apply to an ambient temperature of 25° C.
We reserve the right to make technicale changes without prior notice. Visit us www.rafeed.co

Data Sheet

TAJ Strip light TA30121-A تاج

The Outdoor TAJ White & RGP LED strip lights to come as a 50meters
roll.

A silicone cover protects the strip from splashes of water and foreign
elements.

Sometimes referred to as "LED tape lights," the flexible design of LED
strips means the lights can be installed in basically any space you can
imagine. 

The IP65 protection not only allows the lights to withstand jets of water
but also makes them extremely easy to clean.  

سلسلة تاج ستريب لايت مصابيح الانارة الخارجية ف باللون الأبيض و الملون. تات
شل لفة 50 أمتار

لها غطاء سيليون يحم الشريط من بقع الماء والعناصر الأجنبية.

يمن تثبيت المصابيح ف أي مساحة يمنك تخيلها.

تاج مقاومة لنفثات الماء و الأوساخ سهلة التنظيف.

2 Years
Warranty IP65 CB SASO

EEL

Power 350 W

Lumen  31250  lm

Input Voltage  220-240 V   AC product

Frequency 50/60  Hz

PF  1

LED type  SMD

Color Temperature 3000

Lumen Efficiency 89 lm/W

Beam Angle 120°

CRI 70

Dimming Method  not dimmable

Materials  

Color 

Dimension ( W x L x H )   17 x 50000 x 7 mm

Working temperature  -20 C° to +45 C°

Installation way  Surface

Applications   Offices, Hospitals & Clinics, Supermarkets,
Schools, Showrooms, Government institutions,
Restaurants, Hotel, Galleries , Exhibition halls

visit product on website

Luminous flux and connected electrical load are subject to an initial tolerance of +/- %10. Tolerance of color temperature +/- 150 K. Unless stated otherwise, the values apply to an ambient temperature of 25° C.
We reserve the right to make technicale changes without prior notice. Visit us www.rafeed.co
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